
Products that get 

the job done! 

Product Data: 

A special modified water-based acrylic coating that is non-hazardous and non-flammable. 
Good for all poured concrete, masonry surfaces, stucco, cinder block, brick and wood. Its 
special formulation provides a hard and durable gloss finish that also seals the surface and 

provides easy removal of graffiti with Envirosafe Anti-Graffiti Cleaner 

For industrial, commercial and residential use on surfaces of metal, masonry, wood, poured 
concrete, stucco, brick and block. 
 
Anti-Graffiti Coating is: 
* Fast       * Economical       * Non-Hazardous     * Non-Toxic 
* Safe       * Effective            * Non-Flammable    * Low VOC 
 
Milky/Dries Clear 

 

Solubility in Water: Soluble  

(Should be applied as it comes from  
container–Do Not Thin) 

Dry Time: Tack Free: 1 Hr.  
                  Re-Coat: 2-4 Hrs. 
                  Cured 72 Hrs. 
pH: 8.0  
Storage: 40-100 deg. F 
Percent Solids by Weight: 
28.09% 
V.O.C.: 1.79 lb/gal. (215 grams/Ltr) 

Finish: Gloss 

 
250-300 sq.ft./gal. depends on  
roughness of surface  

 
1-Gallon Bottles 
5-Gallon Pails 
55-Gallon Drums 

Anti-Graffiti Coating 

#30-37 
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Sold in 

Anti-Graffiti Coating is used to protect this  
mural in Louisville, KY 

(866) 874-8070 

Web Sites 
www.envirosafemfg.com 

www.eco-wares.com 

Eco-Wares / Envirosafe Manufacturing Corp.Ê 
East Coast: 7634-B Progress Circle, Melbourne FL 32904 
West Coast: 817 Benton Way, Wenatchee, WA 98801 

Phone: 866-874-8070 



   ANTI GRAFFITI COATING #30 -37     

 

APPLICATION INSTRUCTIONS   
  

LIMITATIONS - Apply in good weather when air   CLEANUP: Clean all equipment immediately after 

and surface temperatures are above 45 degrees F. use with warm soapy water.   

and surface temperature is at least 5 degrees       

F. above the dew point. For optimum properties, SAFETY: Safe storage, handling and use dictate that 

material should be between 70 to 100 degrees F. adequate health and safety precautions be observed 

prior to application. Maintain unused material in with this product. User is specifically directed to  

closed containers in protected storage at 40-100 F. consult the current Material Safety Data Sheet for this 

     product as well as precautions contained on product 

     labeling.     

SURFACE PREPARATION AND APPLICATION:      

     NOTICE: The technical data contained herein are true 

SPECIAL NOTE: All surfaces must first be clean or  and accurate to the best of our knowledge. All products 

painted, then apply our clear protective ANTI   are offered and sold subject to ENVIROSAFE MANU- 

GRAFFITI COATING over the area (two coats) FACTURING CORPORATIONS Standard Conditions  

     of Sale. Published technical data and instructions are 

1. Surface must be clean and free from dirt and  subject to change without prior notice.  

grease. On renovated or new construction, on any      

masonry surface, apply two (2) coats of ANTI-GRAFFITI     

COATING as soon as possible. ANTI-GRAFFITI COATING      

may be applied to any newly painted surface after paint is  ADVANTAGES  

dry. Follow direction in step 2. ANTI-GRAFITI COATING  *  ECONOMICAL   

may  also be applied to any wood or metal surface.  *  FAST - READY TO APPLY  

      *  EFFECTIVE   

      *  IT BREATHES   

2. Apply ANTI-GRAFFITI COATING by brush, roller or  *  FLEXIBLE WHEN DRY  

spray in a uniform manner. Allow 24 Hrs. drying  *  FLAME PROOF   

time before applying the second coat. Allow 72 hours  *  WATER CLEAN-UP  

for curing.      *  READILY CLEANABLE  

          

MAINTENANCE INSTRUCTIONS:       

       RESISTS   

ANTI-GRAFFITI COATING is engineered to be   *  ALKALI/ACID RAIN  

maintenance free. Some stains and pollution will come  *  BACTERIA/FUNGUS/ALGAE  

off with rainwater. Especially stubborn stains can be  *  DUST    

removed with clean water and detergent.   *  FREEZE/THAW   

      *  ULTRA-VIOLET RAYS  

1. To remove graffiti that has been sprayed over our  *  SALT SPRAY   

Anti-Graffiti Coating, rub ANTI-GRAFFITI CLEANER      

onto graffiti with a dry cloth. Wait 3 to 5 minutes and      

wipe off. This cleaner is not to be used on graffiti        

unless our Anti-Graffiti Coating has been applied.      

          

2. See Specifications section for detailed        

instructions.         

          

When graffiti is removed a new coat of ANTI-GRAFFITI      

COATING need not be applied; the area remains      

protected.          

          

          

          

          


